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RISQUE DE CHOC ÉLECTRIQUE-NE PAS OUVRIR
SHOCK HAZARD - DO NOT OPEN

THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES. 
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS: 
(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE, AND 
(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED, 

INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION.

 S8706R07 - SILKSCREEN FOR SIGMA-AMP5 BACKPLATE  v1.7
06-June-2014   WHITE INK ON BLACK PAINTED PANEL

Note: NO DIFFERENCE FROM R06 ONLY MECH

SILKSCREEN

SIGMA AMP5
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CLASS 2 WIRING
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CAUTION! TO REDUCE THE RISK OF ELECTRIC SHOCK, GROUNDING 
OF THE CENTER PIN OF THIS PLUG MUST BE MAINTAINED 
AVIS! POUR RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE

LA FICHE CENTRALE DE LA PRISE DOIT ÊTRE
BRANCHÉE POUR MAINTENIR LA MISE À LA TERRE
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